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ST | ESTIRPA CEPPI - STUMP SHEAR

•	 Creata per rimuovere, sminuzzare e movimentare la 
ceppaia in un’unica operazione.

•	 Utilizzata nei processi di bonifica dei terreni su larga 
scala.

•	 Perfetta per la produzione di biomassa e per la 
preparazione di nuove piantagioni.

•	 1 linea idraulica a doppio effetto.
•	 Corpo della struttura e lama progettate per 

garantire la rimozione delicata della radice senza 
lasciare dislivelli.

•	 Favorisce la triturazione anche dei ceppi più fibrosi 
 
 
Su richiesta:
-	 sella di attacco, disponibile su misura;
-	 fornitura di tubi.

•	 Designed to remove, chop and handle stumps in a 
single operation.

•	 Used in large-scale reclamation processes.
•	 Perfect for biomass production and the 

preparation of new plantations.
•	 1 “two-way flow” hydraulic circuit.
•	 Body and blade designed to ensure gentle root 

removal without loosening the soil.
•	 Facilitates shredding even on the most fibrous 

stumps. 
 
Upon request: 
-	 custom-made mounting bracket;
-	 hoses.
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2175 mm
85” 

600 mm
23” 
750 mm
30” 

2480 mm
97” 

ST90 

ST90 

ST140

ST140 

TESK1.10-160DF

TESK1.10-160DF

ST90

ST140

14 – 20 tons

20 – 35 tons

1600 kg
3530 lbs

2500 kg
5550 lbs

900 mm
35”

1400 mm
55”

250 - 300 bar
3625 - 4351 psi

280 - 320 bar
4061 - 4641 psi

 
 min - maxmin - max

120 - 180 l/min
31- 47 gpm

180 - 250 l/min
47- 66 gpm

70 tons  

90 tons  

1226 mm
48” 
1431 mm
56” 

ST90 

ST140 
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2175 mm
85” 

600 mm
23” 

2480 mm
97” 

ST90 

ST90 

ST140 

TESK1.10-160DF

TESK1.10-160DF

ST90

ST140

14 – 20 tons

20 – 35 tons

1600 kg
3530 lbs

2500 kg
5550 lbs

900 mm
35”

1400 mm
55”

250 - 300 bar
3625 - 4351 psi

280 - 320 bar
4061 - 4641 psi

 
 min - maxmin - max

120 - 180 l/min
31- 47 gpm

180 - 250 l/min
47- 66 gpm

70 tons  

90 tons  

1431 mm
56” 

ST90 

ST140 


